Old Dominion Historical Fire Society

Part II  General Muster Safety Rules
1.
All personnel competing in events must he competent and in good physical 
       condition.

2.
All discharge lines used during the day’s events, shall be tied down or attached to 
       fixed deluge guns. NO HAND HELD LINES except during events, as specified.

3.
Maximum pump pressure shall be 75 PSI

4.
All streams shall be directed so as not to wet other rigs, personal property or 
       spectators.

5.
You must use a drip pan to catch your priming oil when drafting. 
       THIS WILL BE STRICTLY ENFORCED.

6.
All apparatus must remain in the roadway. Do NOT drive onto the sidewalks or 
      grassy areas for any reason unless directed by the muster event staff.

7.   Please do not litter. Deposit refuse in the cans provided around the facility for this 
      purpose.

8.
Every apparatus must have a modern type. working fire extinguisher, readily 
       available.

9.
Every apparatus must have a certificate of insurance and be roadworthy as required 
       by  its home state.

10.
Please use courtesy, care and good judgment while moving apparatus. Watch out for 
       children on all sides and use a spotter when backing the vehicle.

11.
Steam engines MUST have a current state boiler inspection certificate, and insurance 
       certificate available on request, and MUST be registered IN ADVANCE with the 
       O.D.H.F.S., if the rig is to be fired.

12.
Aerial ladders and/or water towers may only he raised on approval of the safety 
       committee, and in assigned locations.
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13.
Refueling of gasoline powered rigs will not he allowed at the muster site

14.    Only qualified trained adults should be operating pumping equipment.

15.
Wheel chocks should be used on all wheels prior to commencing with pumping 
          operations.

16.
Make certain all hose connections are tight and secure before charging lines.

17.
Care should be used when charging lines making certain all spectators, and 
         participants are clear of the line prior to charging.

18.    Drip pans should be in place under the engine to catch any oil, or antifreeze 
         drippings. THIS WILL BE STRICTLY INFORCED.

19.
If a rig needs to be jump started please exercise caution and follow proper 
         procedures for doing so. Make certain that jumper cables are put on the correct 
         terminals.

20.
Do not move rigs while engaged in pumping operation. Cease pumping operation 
         completely if the rig must be moved. Check wheel chocks, and position of all hoses 
         before moving the rig, and don't forget to reinstall wheel chocks before restarting 
         pumping operations.
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